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The sample data comes from the laboratory environment and is only for reference. If your company needs the latest data or has special needs, please contact Boye hydraulic engineer.

F-S characteristic curve

直流湿式阀用电磁铁
 DC solenoids for hydraulics valves

BYZ09-50G-01D

	● Applicable	to	6-way	hydraulic	solenoid	directional	valve
	● With	threaded	connection,	the	coil	can	be	replaced	without	shutdown
	● Equipped	with	manual	emergency	device
	● Coil	inner	hole	φ	23,	Full	plastic	sealing	process

1. The coil shall not be powered on alone, which has the risk of burning!
2. Non explosion-proof coil shall not be used in medium with explosion risk!
3. After the coil is installed, it must be grounded reliably, otherwise there is a risk
 of electric shock ！
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产品型号
产品名称

零部件名称

A0

       技术要求

1.

材料/毛坯

           技术要求

推杆和衔铁推动或晃动运动灵活。1.
手动推杆推动灵活。2.
磁芯管可以轻松穿过线圈内孔。3.
推杆伸出长度测量合格。4.
全行程测量合格。5.
耐油压21MPa,1min,6.
无漏油渗油变形等现象。
热态85%UN吸力试验合格。7.
工频耐压试验：1000V（≤60V)/1500V(≥68.
0V）

    AC 50Hz,1s,无击穿和闪络现象。
匝间绝缘冲击电压试验。9.

           技术要求

推杆和衔铁推动或晃动运动灵活。1.
手动推杆推动灵活。2.
磁芯管可以轻松穿过线圈内孔。3.
推杆伸出长度测量合格。4.
耐油压21MPa,1min,无漏油渗油变形等现象。5.
力-位移曲线测试合格。6.

                 技术要求

1.潮湿天气或已受潮骨架，绕前先烘干。
2.根据“线圈参数明细表”对应参数绕制
线圈。
3.电磁线排绕整齐，不得高出墙板。
4.胶带包扎紧密，不得高出墙板。
5.断线不允许接线头。

零部件型号

--
--
--

4 1

3 1

2 1

1 1

序号 代号 名称 数量 材料
单件 共计

备注
重量(g)

技术参数

环境温度 ℃ -20～+50

介质 矿物油

额定电压 V
6～240 DC
110/220 

AC(半波整流）

电压波动 % ±10%

额定功率 W

额定行程 mm

全行程 mm

额定吸力 N ≥

最高工作压力 MPa ≤

耐温绝缘等级 F级(155)

外壳防护等级 IP65

通电持续率 % 100

切换频率 次/h ≤15000

电气连接 符合ISO4400(2
P+E)

技术参数

环境温度 ℃ -20～+50

介质 矿物油

额定电压 V

额定电流 A

额定电阻 Ω

额定功率 W

额定吸力 N ±5%

额定行程 mm

力滞环 %

电流滞环 %

全行程 mm

最高工作压力 MPa 21

外壳防护等级 IP65

通电持续率 % 100

电气连接 ISO4400(2P+E)

线圈参数表

电压
（V)

电磁线
漆膜等级

电磁线
线径(mm)

匝数 电阻（Ω）

功率
（W）

重量
（g） 备注

0
-1% 20℃

10～35℃

最小 最大

DC 24V QZY-1/180 19.2 18.4416 20.3376

第    张 共    张

标记

日期

设计

处数 日期

工艺

更改文件号 签字

净重(g)

审核

版本
EDITION

比例

批准

图框

未注公差

公称尺寸 偏差

未注角度公差

0.5-6

6-30

120-400

±0.10

±0.20

±0.30

≤10 10-30 >30 ≤18 18-30 >30

0.02 0.05 0.10

0.10 0.12 0.15

0.10 0.10 0.10

±30′

A3

未注表面粗糙度

3.2
未注尖角倒钝 通用技术要求

零件干净，无飞边毛刺，颜色均匀一致。1.

整齐摆放，避免磕碰划伤。2.

及时转序，避免生锈腐蚀。3.

金属原材料或毛坯进货要求退火状态。4.

成品零部件表面无材料、镀层、焊接等缺陷。5.

未注形位公差（符合GB/T1184-H)
(符合GB/T1804-m)

±0.40

30-120

宁波搏业液压科技有限公司
Ningbo Boye Hydraulic Technology Co.,ltd

标准化

2023/3/4

原材料
RAW MATERIAL

尺寸单位：mm

客户型号

搏业俗称

搏业型号
（2022年前）

0.027 0.033 0.039
带“★”为关键尺寸
带“□”为参考尺寸

备注
REMARKS

1:1

technical parameter

    Ambient temperature ℃ -25~50

    Voltage fluctuation range % 85 ～ 110

    Rated power W 30

    Rated stroke mm 2.8

    Full stroke mm ≥ 6.1

    Working oil pressure Mpa ≤ 21

    Degree of protection IP67

    Operating frequency T/h 12000

    Power on duration % 100

    Insulation class    H(180)

    Electrical connection mode DT04-2P

 DC solenoids for hydraulics valves

 DC 12V
 DC 24V

Other can be customized

Outline and connection dimensions

matters needing attention


